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Datasheet

FARO
The FARO is a combination of wood and classic lighting. Robust oak wood combined with a stylish cast aluminium fixture. 
The FARO is an extension of the classic series in the Timberlab range. The luminaire can easily be attached to a stable 
surface or buried.
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Only products indicated with the FSC® claim are FSC certified and come with our 

FSC-certificate number NC-COC-029615-KE. Only products indicated with the 

PEFC™ claim are 100% PEFC certified and come with our PEFC-certificate number 

NC-PEFC/COC-029615-FJ.
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OPTIONS 

• Wood type: Larch/Douglas (on base support only), Oak, 
Rustic Chestnut or Accoya
• Quality mark: FSC or PEFC
• Accessories: The FARO is available with or without 
post holder. See chapter ‘post holders’ for all 
technical data on the different post holders.
• Connection: Possible with cable or without cable (1mtr 
3x 1.5 mm2). A 32mm hole in the fixture as standard for 
easy passage for your ground cable. 
• Variations: At Timberlab, every luminaire is carefully 
produced for you. In addition to the standard options, 
we like to create variations for your specific application. 
Think of a water point, in combination with a fence, with 
a wall socket or a different height angle.

SPECIFICATIONS 

• Thickness: 150 mm
• IP class: IP54
• Voltage: 230 volts 
• Light source: E27
• Lifespan: Every type of wood has its own
durability rating. More information about this is available 
under “Types of wood” & “Sustainability”.
• Lighting data: Lighting data available on request.
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